
TPH700 1-way desktop charger 
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   Users benefits 

9 Charge simultaneously a TPH700 and an extra battery 

9 Red/Green LED for standalone battery charge status 

9 Terminal functional 
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Functions 
Charge simultaneously 

9 1 TPH700 

9 1 extra battery 

Charging time 

9 Battery inside the TPH700: 5h301 

9 Standalone battery: 3h301 

Interfaces 
 

110/220V 50/60Hz EU or US plug depending on the model 
 

Technical Specifications 
 
 
 
 
Dimensions 

 
185x100x50 mm 

 
Weight 

 
400 g 

 
Sensitivity of the terminal in the charger 

 
better than –110 dBm 

 
CE marking  

 
R&TTE 1999/5/CE 
 

Charger  
 
Nominal voltage 
Nominal intensity 
 

 
 
7,5 VDC 
3500 mA 
 

External power supply 
 
Primary voltage 
Intensity 
 
Secondary voltage 
Intensity 

 
 
100-240 VAC; 50-60Hz 
0,7 A 
 
6-8 VDC 
3.66 –2.75 A 
  

 
Standard  Severity  
 
Battery charging temperatures  
Storage temperatures 
 

 
 
 
 

 
0°C   /  +45°C 
-40°C   /  +80°C 
 

 
  

                                                           
1 This specification is put forward as an indication and not contractual, EADS SN retains the right to modify the specification without 
preliminary notification. 


